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Seal Ring Part Number:GQ16B-[1/A

‘1" | Buzzer Mode A’ | Rated Voltage
M Buzzer 12V | DC 12V

Intermittent buzzer 24V | DC 24V

SPECIFICATIONS: MATERIALS: i ONPOW ﬂz&?ﬁ%ﬂ%ﬂ sHRA
1.Life: About 40,000 hours. 1.Head: Stainless Steel. HHH ONPOW PUSH BUTTON MANUFACTURE CO LTD.
2.0Operating Temperature: -25 ‘C~ +55°C. 2.Body: Stainless Steel THESE DRAWINGS AND SPECIFICATIONS }LEJ‘ESjEE,E -f\‘f’-;;e- CH 2020/04/30

H H i . ’ ' ' ARE THE PROPERTY OF ONPOW PUSH 1 EF Z(
3.Relative air humidity: <98%. 3.Base: PBT. BUTTON MANUFACTURE CO.,LTD. AND | FINISH CHKD NCH 2020/04/30
4.Height above sea level: <2000m. USED IN ANY. MANNER WITHOUT THE gﬁ% - féﬁ
5.Vibration strength: 50~60Hz. PUsH suUTTON MANUFAcTURE co.uo. |bLfa] 1-8 /1 leaqy MM sy ZPD 2020/04/30
6.Rated Operating Current: <30mA. .
71P Class: IP40. oo Tov | | & GQI6 Series Buzzer P&
8.Sound intensity: 285dB(0.1m)/=75dB(1m). 3 01 T o0 o zg;ggm U GQIEB-IBEAHAT  |uk Ad

50.01 TO 80.00mm +0.74mm
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